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Abstract 
 
On November 10, 2022, NASA and United Launch Alliance (ULA) launched Low-Earth Orbit Flight Test of 
an Inflatable Decelerator (LOFTID) as a secondary payload on an Atlas V Centaur from Vandenburg 
Space Force Base. After deploying the primary payload, JPSS-2, to a sun-synchronous orbit, the Centaur 
reoriented LOFTID for reentry, ejecting the Payload Adaptor to expose the stowed LOFTID reentry 
vehicle (RV). The Hypersonic Inflatable Aerodynamic Decelerator (HIAD) was then deployed and inflated, 
and the Centaur reoriented the RV to the desired entry attitude, spun the vehicle to roughly three rpm, 
and separated the reentry vehicle. After nearly half an orbit of free flight, LOFTID reentered the 
atmosphere at >8 km/sec, demonstrating stable flight from hypersonic entry through subsonic parachute 
deployment. A mission-unique Payload Adapter Separation System (PASS) enabled the successful 
LOFTID flight demonstration, allowing the launch vehicle to accommodate a superstack of two 
independent, similarly sized payloads. This paper discusses the design, development, and qualification of 
the LOFTID PASS along with lessons learned. 
 

Introduction 

In November 2022, engineers at NASA Langley Research Center, collaborating with United Launch 
Alliance (ULA), validated Hypersonic Inflatable Aerodynamic Decelerator (HIAD) technology through the 
successful execution of the Low-Earth Orbit Flight Test of an Inflatable Decelerator (LOFTID) technology 
demonstration mission. LOFTID demonstrated the complete operational cycle of deployment, reentry, 
splashdown, and retrieval of a 6-meter HIAD [1]. HIAD represents a pivotal advancement in aerospace 
technology, facilitating the controlled atmospheric entry of heavy payloads to celestial bodies with 
atmospheres. The utilization of a deployable aeroshell effectively circumvents the size constraints 
inherent in prevailing rigid aeroshell entry systems imposed by the launch vehicle payload fairing. This 
adaptation enables the utilization of larger aeroshells, thereby yielding reduced ballistic coefficients and 
heightened entry system performance, manifesting in enhanced payload carrying capacity and/or volume, 
and elevated landing altitudes (e.g., expanding access to destinations such as southern highlands of 
Mars) [2]. 

Leveraging surplus capacity of the ULA’s Atlas V launch vehicle, LOFTID was deployed as a secondary 
payload accompanying NASA-NOAA’s Joint Polar Satellite System-2 (JPSS-2) weather observing 
satellite, launching from the Vandenburg Space Force Base. Following the successful delivery of JPSS-2 
into its designated orbit, the ULA Centaur upper stage reoriented the LOFTID reentry vehicle (RV) for 
reentry. The RV was inflated, positioned, and separated to reenter into Earth’s atmosphere at a velocity 
>8 km/s, culminating in a safe splashdown in the Pacific Ocean [3]. Accommodating the JPSS-2/LOFTID 
superstack (Figure 1) of two independent, comparably sized payloads, necessitated a unique mission 
configuration, with LOFITD beneath JPSS-2, housed within the Payload Adapter (PLA). 

To separate the PLA from the launch vehicle prior to starting the LOFTID flight demonstration, NASA and 
ULA developed a mission-unique Payload Adapter Separation System (PASS). Separating flawlessly in 
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flight, the PASS played a pivotal role in enabling mission success. The following paper provides an in-
depth examination of the LOFTID PASS design and qualification, including encountered development 
challenges. 

 
 

Figure 1 JPSS-2/LOFTID superstack 

Payload Adapter 

The LOFTID RV launched stowed inside the JPSS-2 Payload Adapter (Figure 2). This configuration 
highlights the HIAD’s ability to eliminate size constraints of the payload fairing to allow larger aeroshells 
with lower ballistic coefficients. Because the HIAD can pack down into a small volume for launch, LOFTID 
was able to fly a 6 m in the Atlas V 4-m Extended Payload Fairing as a secondary payload.  

 
 

Figure 2 JPSS-2/LOFTID superstack 

Figure 3 illustrates the PLA configuration. The PLA utilized a series of three ULA common payload 
separation systems and NASA's specially designed PASS. The PLA was mated to the Centaur upper 
stage via a standard ULA C-13 Adapter, mounting onto the Centaur Forward Adapter at the upper stage's 
forward end. A conical 1666S Payload Separation Ring (PSR) and a custom Reentry Vehicle to Payload 
Adapter Interface Ring (RVPAIR) facilitated the connection between the RV and the PLA. The PLA 
Canister comprised a 1666 Forward Separation Ring (FSR), a reversed 1666S PSR, a sequence of ULA 
C-adapter cylinders, and a B1194 Payload Separation Ring. A Contamination Control Diaphragm sealed 
the PLA Canister forward of the RV. This assembly separated to unveil the LOFTID payload. A single 
pneumatic disconnect and eight avionics in-flight disconnects (IFDs) spanned the PLA Canister 
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separation interface, while two additional avionics IFDs extended across the RV separation interface. The 
forward 1666S PSR facilitated separation of the PLA Canister from the RV while still attached to the 
Centaur, while the aft 1666S PSR executed separation of the RV from the Centaur. The PASS mounted 
internal to the PLA. 

 
 

Figure 3 LOFTID Payload Adapter 

PASS Design 

The process of determining a rideshare configuration, the iterative nature of ULA’s PLA design 
development, and a fixed JPSS-2 launch date resulted in a challenging PASS development timeline. To 
align with the launch schedule, PASS design and fabrication commenced prior to finalization of the 
rideshare decision. 

Initially, the rideshare configuration included an Evolved Expendable Launch Vehicle Secondary Payload 
Adapter (ESPA) ring, accommodating up to 544 kg (1200 lbm) of Auxiliary Payloads (APLs), as depicted 
in Figure 4. In addition to the uncertain APL configuration, the PASS design had to anticipate potential 
APLs failing to separate from the ESPA, necessitating separation with the PLA Canister. Consequently, a 
broad spectrum of mass properties had to be factored into the design. 

 
 

Figure 4 LOFTID Potential Rideshare Payloads 
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In addition to separating the PLA Canister from the RV, the PASS had a requirement to prevent damage 
to the stowed aeroshell during PLA Canister separation. To mitigate tip-off during separation, various 
concepts, including guide rails, were considered. However, due to uncertainties in separation mass and 
properties, the design eventually accepted potential contact between the separating PLA Canister and the 
stowed aeroshell. This led to the development of a design aimed at safeguarding the stowed aeroshell. 
Ultimately, a rideshare configuration eliminating the ESPA and all APLs was adopted, reducing mass by 
~635 kg (~1400 lbm) (ESPA: ~91 kg (~200 lbm), APLs: ~544 kg (~1200 lbm)). The PASS design could 
accommodate this PLA configuration change with minimal impact. 

A collaborative effort between ULA and NASA, the PASS comprised an inverted ULA-provided 1666S 
PSR and a NASA-provided Long Stroke Separation System (LSSS). The 1666S PSR supplied the initial 
kick-off motive force, while the LSSS ensured a positive separation force margin and protected the 
stowed LOFTID aeroshell. 

 
 

Figure 5 PASS Long Stroke Separation System 

The LSSS comprised two primary sub-components: the Inner Shroud and the Halo, depicted in Figure 5. 
The Inner Shroud, featuring a Teflon-impregnated hardcoat anodized coating liner to provide a low friction 
surface to protect the stowed aeroshell during PLA Canister separation, attached to the PLA Canister at 
twelve locations – upper and lower mounts clocked in 60 degree increments. The Inner Shroud alone was 
not a stiff structure, however bolting it to the interior of the PLA Canister gave it considerable stiffness. 
The Halo, an aluminum ring hosting six constant force (CF) springs, three launch locks to ensure the Halo 
remained centered over the stowed aeroshell throughout launch, and custom webbing that provided a 
conformal interface to the stowed aeroshell. Like the interior of the Inner Shroud, the Halo was coated 
with a Teflon-impregnated hardcoat anodized coating. 

The CF springs, shown in Fig. 6, provided a constant separation force margin during the separation 
event. The CF springs were pre-stressed flat strips of spring material formed into a constant radius coil 
around a drum. When extended, the inherent stress resists the loading force at a nearly constant (zero) 
rate. The springs offer high force output with minimal space requirements, provide long strokes, and store 
power indefinitely when extended. The springs, clocked 60 degrees apart, were matched to minimize tip-
off.  
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Figure 6 PASS Constant Force Spring 

Following the KISS (Keep It Simple, Stupid) principle, the PASS operated akin to a sling shot. Upon 
command from the ULA Centaur, the 1666S clamp band released, initiating separation. The constant 
force springs retracted, pulling the Inner Shroud and PLA Canister up while exerting separation force 
against the stowed aeroshell until the PLA Canister disengaged from the RV. Fig. 7 illustrates this 
sequence. 

 
 

Figure 7 PASS Separation 
 

Development and Qualification Testing 
 
The PASS system's development adhered to the conventional NASA prototype development process, 
with the fabrication and testing of a qualification unit (Engineering Development Unit (EDU)), followed by 
a flight unit. NASA-STD-5017A Design and Development Requirements for Mechanisms [4] was tailored 
to maintain the requisite technical rigor yet align with the project’s schedule, budget, and risk posture. 
Prior to the assembly of the PASS EDU, the CF springs underwent a comprehensive testing regime, 
encompassing component-level sine vibration testing, characterization testing, run-in testing, and life 
cycle testing. Concurrently, the PASS Halo assembly underwent static load testing. Subsequently, the 
fully assembled EDU underwent mechanism testing, including run-in testing, pre-random vibration 
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performance testing, random vibration performance testing, post-random vibration performance testing, 
and life cycle testing. Details of the Qualification Test Matrix can be found in Table 1. 
 

Table 1: LOFTID PASS Qualification Test Matrix 

Test 
Recommended 

Qual Unit 
Testing 

LOFTID PASS 
EDU Testing 

Comments 

Run-In (1) Nominal Actuation 
Minimum of 3 Cycles at 
Assembly Level 

Performance Envelopes Nominal Actuation  

Leak X N/A  

Shock X No Analysis Only 

Transportation from LaRC to GSFC 
Random Vibration Qual Level Qual Level Post-Test Visual Inspection 

Acoustic Vibration Qual Level No 
Covered by Random 
Environments 

Sinusoidal Vibration Qual Level No Not Required 

Transportation from GSFC to LaRC 

Thermal Cycle/Thermal Vacuum X No 
Thermal characterization of 
spring sets 

Thermal Gradient X N/A  

Depressurization/Repressurization X N/A  

Climactic X N/A  

Electromagnetic Compatibility X N/A  

Life X Nominal Actuation Minimum of 5 Cycles 

Statis Loads X No Analysis Only 

Performance Envelopes 
Nominal Actuation, 

Envelopes,  
Off-Nominal 

Envelope – Maximum 
linear acceleration, 
Minimum linear 
acceleration 
Off Nominal – 1666S 
Spring-out, CF Spring-out, 
Halo Misalignment 

(1) Run-in testing is not listed in the qualification sequence because it is a workmanship test, and it is 
assumed that the qualification unit undergoes acceptance testing prior to qualification testing. However, if 
for some reason acceptance testing is not performed on the qualification unit, the qualification unit should 
still be run-in prior to qualification testing. 

The CF Spring sine vibration test provided invaluable insights into the response of a CF spring in a flight 
configuration to the launch environment's acceleration input, facilitating a qualitative understanding of the 
interaction between the spring tape and the inner shroud liner. For this purpose, a dedicated fixture was 
fabricated to mount the spring fully extended against a liner surrogate, with clearances aligned with those 
in the PASS assembly, with testing conducted in all three axes. 

 
 

Figure 8 CF Spring Sine Vibe Testing – x and z axis (left), y axis (right) 
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For qualification testing, twelve constant springs were procured. The sine vibration testing spring was not 
used further. The remaining eleven springs were subjected to characterization testing. A matched set of 
six springs was selected post-characterization. Spring characterization testing utilized an MTS testing 
frame equipped with an integral thermal chamber to measure the spring pull force across its full range of 
travel. This configuration is shown in Figure 9. Each spring underwent a minimum of 15 cycles for 
component run-in testing, with deviations allowed during run-in testing provided the average force for the 
last five cycles did not deviate more than ±10% from the mean. After run-in testing, springs were 
subjected to additional cycles until each spring had been cycled 48 times. Testing also measured thermal 
sensitivity of spring force to temperature by testing a hot case and a cold case for each spring. Figure 9 
also shows a typical measured spring force profile. It should be noted that the unsmooth nature of the 
curve was due to twisting of the spring in the load frame as the spring was extended or retracted, 
however the resolution of measurements was such that this impact was negligible. It should also be noted 
that the measured force on the spring extension was higher than that for retraction. This was the case for 
every cycle measurement. Because the pass springs were to retract in flight, the retraction measurements 
were used for PASS analysis. 

 
 

Figure 9 CF Spring characterization - test setup (left), typical spring force profile (right) 

The LOFTID project learned a valuable lesson in the use of constant force springs during the first spring 
characterization test. The springs must be constrained against rotation lateral to the pull direction. If the 
spring is allowed to twist laterally, it will reach a critical point where the spring will unroll from the spool 
and re-coil orthogonal to the spool. This failure is shown in Figure 10. 

 
 

Figure 10 PASS CF Spring Failure 
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Figure 11 PASS Halo static load testing 

Before integrating the Halo to the Inner Shroud, the Halo underwent static load testing to 125% of its 
design load in a flight-like configuration, with test weights mounted to the CF Spring mounts and the 
weight pulling the webbing down against a mock-up of the stowed aeroshell. Figure 11 depicts a Halo 
static load test. 

The PASS mechanism underwent testing using a planar air bearing test that allowed for three degrees of 
freedom in a 1-g environment – 2 translational and 1 rotational. Because this configuration only allowed 
freedom to rotate in the yaw direction, the mechanism was tested in two planes (two separate tests for 
each condition) and utilized superposition to qualify its operation in a zero-g environment. The 
mechanism test configuration is shown in Figure 12. 

 
 

Figure 12 PASS mechanism test setup 
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PASS mechanism testing utilized an RV Stand-In mounted to a rigid backstop. The PASS EDU was 
mounted to a PLA Canister Surrogate mounted on a frame supported by planar air bearings. Because the 
FWD 1666S clamp band would not function properly in a horizontal 1-g configuration, the PLA Canister 
Surrogate was secured to the RV Stand-In using a series of ropes and pulleys that could be tensioned. 
When it was time to test separation, the rope was cut, and the PLA Canister, with the PASS EDU 
installed, could separate freely on the air bearings. A set of dampers secured to the backstop and the 
PLA Canister slowed and then stopped the PLA Canister after separation was complete. In-case the 
damper system failed to stop the PLA Canister, a safety barricade was added. Photogrammetry with high-
speed cameras was used to measure the PLA canister separation and tip-off rates and to qualitatively 
inspect PASS performance during separation. Test success criteria required that the mean separation 
velocity of an individual test fall within ±10% of the overall mean from all tests for a given configuration. 
Failure of the PASS/PLA Canister to fully separate or cause damage to the aeroshell restraint bag would 
also constitute a test failure. 

Qualification mechanism testing included three run-in cycles, a single performance cycle, and fifteen life-
cycle cycles for a total of 18 individual tests, all demonstrating repeatable performance. Two envelope 
tests were conducted in a single plane. These tests were maximum and minimum linear acceleration. 
Three off-nominal cases were evaluated, again in a single plane. These included a ULA kick-off spring-
out case, a CF spring-out case, and a case that simulated the Halo shifting all the way to one side during 
launch (launch lock failure). The PASS separated the PLA Canister Surrogate cleanly during each of the 
off-nominal cases. 

Test-as-you-fly requirements necessitated duplicating flight interfaces between the PASS and the RV. An 
RV Stand-In was fabricated to duplicate the OML of the RV from the RVPAIR ring forward to the stowed 
aeroshell. Figure 13 provides a comparison of the RV Stand-In with the flight RV and shows the external 
features incorporated, including access panel fasteners, bulkhead connectors on the RVPAIR, a Fiber 
Optic Sensing System (FOSS) [5] cover with fasteners, and the packing restraint bag cord cutter blocks 
and retention groove. Because the stowed aeroshell reacts the load of the PASS CF Springs and the 
Halo webbing had to be conformal to the stowed aeroshell OML, the RV Stand-In included a surrogate for 
the stowed aeroshell, shown in Figure 14. The stowed aeroshell surrogate was fabricated from model 
foam of the same density as the packed HIAD. The OML was machined to match a simple revolution of a 
section from a laser scan of stowed aeroshell EDU. The stowed aeroshell surrogate was then covered 
with the packing restraint EDU, providing a completely flight-like interface between the PASS and the RV. 

 
 

Figure 13 RV Stand-In (top) compared to RV (bottom) 
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Figure 14 RV Stand-In stowed aeroshell surrogate (left) with packing restraint EDU (right) 

To duplicate the PASS and PLA Canister interfaces, a PLA Canister Surrogate was constructed. It 
incorporated all of the separation mechanism features of the ULA 1666S PSR with the exception of the 
clamp band. ULA provided kick-off compression springs and the separation surface between the 1666S 
PSR and 1666 FSR was replicated. IFD surrogates, mimicking JPSS-2 IFDs, were placed in the correct 
positions across the PLA Canister separation plane. These surrogates matched the nominal pull force of 
the flight IFDs, and each was subjected to characterization pull testing to ensure the intended force. 
These data were later utilized in a dynamic model to predict PASS flight performance accurately. 
Additionally, the PLA Canister Surrogate included twelve PASS to PLA Canister interfaces, built to 
specified tolerances outlined in the Mechanical Interface Control Drawing. This facilitated early verification 
of compatibility between the PASS and the PLA Canister. illustrates a comparison between the PLA 
Canister Surrogate and the flight PLA Canister, highlighting the incorporated features. 
 

 
 

Figure 15 PLA Canister Surrogate (top) compared to PLA Canister (bottom) 

Kinematics dictates PASS separation performance is a strong function of PLA Canister mass properties. 
To ensure ground testing simulated flight conditions accurately, the PLA Canister surrogate was designed 
so that when placed on the test stand, the test hardware's mass closely matched the predicted mass of 
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the flight hardware within 1%, and the location of the CG in the two directions of lateral freedom of motion 
were matched to with 2.54 mm (.10 in) of the predicted CG location of the flight hardware. Ballast was 
employed in each test setup to achieve this. 

In order to match mass properties of the separating ground test element to that of the flight Canister, it 
was necessary to use small, light-weight air bearings. The air bearings used have very tight tolerances on 
floor flatness. This resulted in lessons learned in the application of these air bearings over the large spans 
of the test stand. The initial design called for an air bearing at each of the four corners of the stand. Test 
demonstrations showed that this would result in some binding and friction between the bearing and floor 
that would negatively impact test results. It was theorized that adding more air bearings would reduce the 
weight on any given air bearing and improve the performance, so the frame was modified to use a total of 
twelve air bearings. This, however, had the opposite effect, and resulted in more binding. So, the frame 
was again modified to have air bearings at only 3 locations (three points define a plane) – two in the front 
and one in the center rear without-riggers added at the rear corners to prevent tip-over. This last change 
resulted in a configuration that minimized impacts of friction between the test stand and the floor. 

Due to the large size, required energy levels, and mass of the PASS, PLA Canister and the RV Stand-In, 
the PASS was random vibration tested at Goddard Space Flight Center (GSFC) vibration test facility 409 
and 410. The PASS was tested to prototype qualification levels – limit level + 3 dB for a 2-minute duration 
in each axis. Figure 16 shows the test configuration. The final run-in mechanism test was used as a pre-
random vibration baseline of performance and compared against a post-random vibration mechanism 
performance test, with no variation in performance. 

 
 

Figure 16 PASS random vibration testing - lateral (left) and axial (right). 

Analysis 

A comprehensive ADAMS [6] model of the PASS was constructed to predict relative motion during 
separation and to delve into the effects of adjusting key parameters identified earlier. Initially, during the 
inception of the design phase, the model was built emulate in-flight dynamics to predict minimum and 
maximum separation accelerations, velocities, rotational rates, and other crucial metrics essential for 
informed design decisions. Subsequently, a ground test model was created from the flight model with 
constraints to reflect the ground test scenario, so that ground testing could verify the model accuracy and 
validity. 
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Figure 17 ADAMS model compared to test configuration 

The ADAMS model incorporated three separate bodies, each with its associated mass properties: the 
LOFTID RV and Launch Vehicle (lumped together), the PASS Inner Shroud and PLA Canister, and the 
Halo. Figure 17 shows the ADAMS model alongside a CAD representation of the ground test 
configuration. 
 
The various forces contributing to the separation event, including In-Flight Disconnects (IFDs), kick-off 
springs, and Constant Force (CF) springs, were assigned nominal values and tolerances during the initial 
stages evaluating the flight model. However, as the modeling transitioned to accommodate the ground 
test, numerous test article components underwent characterization testing, notably the CF Springs and 
IFDs. Nonetheless, not all components received comprehensive characterization, and those that were 
had assessments conducted in test fixturing rather than in their operational configuration. So, for these 
and other reasons (data noise, environmental factors, etc.) it was expected the ADAMS model would 
necessitate refinement to align with the actual behavior observed during testing, thus ensuring accurate 
correlation with the test data. The test data itself served as a guiding benchmark for the tuning process, 
guiding adjustments to achieve closer alignment between the model and observed behavior. 
 
Figure 18 provides an example of model-test correlation, showcasing the velocity profile of the X-
configuration test before and after model tuning. Notably, prior to tuning, the general behavior is captured 
well, requiring only minor adjustments to specific component behaviors to better align with the observed 
test performance. The minor adjustments included: decreasing the CF Spring force level, adjustment of 
the ULA spring hard-stop location, adjustment of IFD force application start and stop points, and 
increasing IFD force levels. Figure 19 shows the percent difference between the model and test, and that 
after tuning, the requirement of correlation within 10% was met, excepting values below 3X-noise-floor, as 
evidenced by the high percent difference for the first 20 milliseconds or so. 
 
There were some lessons learned regarding analysis and model correlation. There is a likelihood the data 
received for correlation will be noisy or less-than-pristine, and that sorting through it may require some 
iteration. In this case, that meant a few rounds of low-pass filtering, as we were looking for the DC 
component of the velocity measurements. This also applies to the component test data used as model 
inputs, which required filtering and smoothing so as not to cause model instability. In addition, some high-
pass filtering was necessary to establish the noise floor. An additional lesson learned for test set-up, is to 
consider early on how the different outputs to be correlated will respond to the inputs (e.g., the set of 
inputs vs the variance across the inputs) and let that inform both the test data requested and the methods 
to be used for correlation. During test planning, consider any test-unique inputs that may have been 
excluded from modeling based on assumptions, and revisit those assumptions if necessary. Regarding 
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the lessons learned about the air bearings described previously, for modeling correlation, it would have 
been helpful to have an in-test measurement of the air bearing drag, since it ended up having a larger 
effect than anticipated.  
 

 
 

Figure 18 Sample ADAMS model versus Testing comparison – untuned (left) and tuned (right). 

 

  

Figure 19 Model velocity versus Test velocity percent difference (tuned & untuned). 

Conclusions 

The PASS design underwent a rigorous testing regimen, comprising 30 successful ground mechanism 
tests encompassing various phases of qualification and acceptance – 24 EDU tests and six tests of the 
flight PASS. Throughout these trials, the PASS consistently executed clean separations of the PLA 
Canister (or Surrogate), including three off-nominal tests designed to simulate challenging conditions. The 
PASS demonstrated flawless performance during flight, exhibiting no discernible tip-off behavior. A 
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qualitative analysis of the flight video verifies that the separation velocity was in kind with outcomes 
observed during ground testing and predictions generated by the ADAMS model. 
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